
RETAIL FLOOR GRAPHICS
INSTALLATION GUIDE
For installers and in-store teams

1. Environmental Requirements

Before you begin, ensure the environment meets the following criteria. Use this checklist to confirm:

✅ Temperature: 15°C - 25°C (59°F - 77°F)
✅ Humidity: 30% - 60% Relative Humidity
✅ Cleanliness: Dust-free and well-ventilated area
✅ Lighting: Adequate lighting for visual inspection

Tip: Allow graphics to acclimate to the room temperature for at least 24 hours before installation.

2. Surface Preparation

Do's:

✅ Clean the surface thoroughly with a 
suitable degreaser.
✅ Ensure the surface is completely dry 
before application.
✅ Test adhesion in an inconspicuous area.
✅ For porous surfaces, consider a primer.

Don'ts:

❌ Apply graphics to dirty or damp surfaces.
❌ Use harsh chemicals that may damage 
the graphic or the floor.
❌ Install in direct sunlight or extreme 
temperatures.
❌ Assume all surfaces are compatible 
without testing.

3. Application Process

Follow these steps for a successful application:

1.  Positioning: Carefully position the graphic on the prepared surface.
2.  Tacking: Use masking tape to secure the graphic in place.
3.  Peeling: Gradually peel back the release liner, exposing the adhesive.
4.  Application: Use a squeegee to apply the graphic, working from the center outwards to avoid air 

bubbles.
5.  Inspection: Carefully inspect for any imperfections and re-squeegee as needed.



6.  Finishing: Remove the masking tape and allow the graphic to bond fully.

4. Final Bonding

Apply firm, even pressure across the entire graphic surface with a squeegee.
Pay special attention to edges and corners to ensure proper adhesion.
For optimal bonding, use a heat gun on a low setting to warm the graphic (follow manufacturer's 
instructions).
Allow 24-72 hours for the adhesive to fully bond before heavy foot traffic.

5. Common Installation Issues

Issue Possible Cause Solution

Air Bubbles Improper squeegeeing Re-squeegee, use a pin to release air

Lifting Edges Poor surface preparation Clean surface again, apply heat

Wrinkles Uneven application Carefully lift and re-apply

6. Removal Procedure

Follow these steps for safe removal:

1.  Heat Application: Use a heat gun to soften the adhesive.
2.  Peeling: Gently peel the graphic from one corner, working slowly and evenly.
3.  Residue Removal: Use a suitable adhesive remover to clean any remaining residue.
4.  Cleaning: Clean the surface thoroughly with a mild detergent.

Advice & Contact

For best results, we recommend using professional installers. If you have any questions or require 
further assistance, please contact McGowans Print: hello@mcgowansprint.com
+353 (0)1 410 6700
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